
Urban Search and Rescue
Hazardous Environment
Inspection
Search and Recovery
Confined Space Inspection
Pipe Inspection
HVAC/Duct Inspection
Remote Visual Inspection

Applications:

The is a miniature inspection system ideal for
accessing confined spaces and eliminating the need to put
humans at risk by entering hazardous areas.

CRAFTSMANSHIP IN HIGH TECHNOLOGY

High-quality images

Miniature size

Light weight

Camera tilt function

Remotely changes shape

Precise steering controls

Can be custom ordered

Inuktun Services Ltd., 2569 Kenworth Rd., Suite C, Nanaimo, BC, Canada, V9T 3M4

Tel: (250) 729 8080, Fax: (250) 729 8077, Toll Free: 1 877 468 5886
email: inuktun@inuktun.com

Control Unit:

Power: 110/220 VAC

Weight: 1.6kg/3.5lb

Dimensions: 241mm L x 190mm W x 100mm H
9.5” L x 7.5” W x 4” H

Color Camera:

Type: WDCC-5200S Weldex

Resolution: 420 TV Lines

Focus: Remote

Iris: Auto

Sensitivity: 2 Lux

Tilt: 30

Pick-up-element: 1/3” CCD

0º

Lights:

2x20 W (40 W total)

Variable intensity

Specifications:

Vehicle:

*Optional 15m/50ft extension tether

Size when

Size when 190mm L x 165mm W x 254mm H

Speed: 4.5+m/15+ft/min

Tether: 30m/100ft*
Multiconductor, Polyurethane

137mm L x 165mm W x 65mm H
lowered: 12.5” L x 6.5” W x 2.5” H

raised: 7.5” L x 6.5” W x 10” H

Operating Environment:

Temp: 0º -50º C (32º -122º F)

Optional B&W Camera:

Type: WDB-007ML

Pick-up-element: 1/3” CCD

Resolution: 400 TV Lines

Focus: Remote

Iris: Auto

Sensitivity: .05 Lux

Tilt: 300º
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